
  

 

 

USE 

 

Before first use 

Clean the inside of the container, the head of the unit and the accessories with a damp cloth 
and detergents, as they may be contaminated with production residues. 

 

Protective devices 

The soybean, juice and soup preparer is equipped with the following protective devices: 

• Protection against insufficient water: If there is insufficient water in the container (due to evaporation 
or food intake), an alarm signal will sound and the preparation process will be interrupted. In this case, 
disconnect the appliance from the power supply and refill sufficient water into the container before 
operating the appliance again. 

• Overflow protection: The appliance interrupts the heating process as soon as the overflow protection 
sensor detects the foaming milk. Thus the soy milk can not overflow during the cooking process. 

• Motor overheat protection: If the temperature is too high during the preparation process, the motor 
will automatically switch off to avoid damage caused by overheating. The preparation process can not 
be continued until the motor has reached its normal operating temperature again. 

• Heating pipe overheat protection: If the motor generates excessive heat and high temperatures, this 
results in an automatic shutdown of the heating pipe. 

 

Preparation 

They can be soy milk from dried soybeans or from soybeans, which have previously been soaked in 
water for several hours. In addition, you can prepare rice paste, fruit juice and porridge / porridge. 

NOTE: 

If the soy milk, rice porridge, or juice have cooled after the preparation, do not restart the 
appliance immediately. This could cause the liquids or foodstuffs to burn. 

  



  

Soy milk from dried soybeans 

1. Measure the dried soybeans in the measuring cup - a filled one 

Measuring cup equals 100 grams of dried soybeans. 

2. Rinse the soybeans well under running water. 

3. Then place the soybeans in the container. 

4. Then fill water (drinking water) into the container. Make sure that the water level does not fall below 
the lower mark and does not exceed the upper mark. 

5. Place the device head on the container. 

6. Connect the power cable first to the device and then to the power supply. An audible signal sounds 
and the control light flashes at the same time - the unit is in standby mode. 

7. Press the Dry beans Soybean milk button. The control lamp switches on and the programmed 
preparation process begins. After about 25 to 

An acoustic signal sounds for 28 minutes and the Sojamilch is ready for drinking. 

8. Disconnect the device from the power supply and remove the device head. 

9. You can finally pour the Sojamilch into glasses or cups. 

 

NOTE: 

After the soy milk has been prepared, the appliance automatically switches to the 
holding mode. This keeps the Sojamilch warm for 30 minutes. As soon as you 
remove the device head, the holding mode is terminated. 

 

Soy milk from soaked soybeans 

1. Measure the dried soybeans in the measuring cup - a filled one 

Measuring cup equals 100 grams of dried soybeans. 

2. Soak the soybeans in a container with water (drinking water) and allow them to swell. 

 

3. Rinse the soybeans well after flowing 

Water. 

4. Then place the soybeans in the container of soy milk, juice and superspeed. 

5. Then fill the container with water (drinking water). Make sure that the water level does not fall 
below the lower mark and does not exceed the upper mark. 

6. Place the device head on the container. 

7. Connect the power cable first to the device, and then to the power supply. An audible signal sounds 
and the control light flashes at the same time - the unit is in standby mode. 

8. Press the Dry beanbean milk button. The control light goes on and the programmed preparation 
process begins. After approx. 25 to 28 minutes an acoustic signal will sound and the sojamilch is ready 
for drinking. 

9. Disconnect the device from the power supply and remove the device head. 

10. You can finally pour the soy milk into glasses or cups. 

NOTE: 

After the soy milk has been prepared, the appliance automatically switches to the holding mode. This 



  

keeps the Sojamilch warm for 30 minutes. As soon as you remove the device head, the holding mode 
is terminated. 

Prepare the rice paste 

1. Measure the rice in the measuring cup. 

2. Rinse the rice thoroughly under running water. 

3. Then fill the container with water (drinking water). Make sure that the water level does not fall 
below the lower mark and does not exceed the upper mark. 

4. Place the device head on the container. 

5. Connect the power cable first to the device and then to the power supply. An audible signal sounds 
and the control light flashes at the same time - the unit is in standby mode. 

 

6. Press the Breakfast Rice Paste button. The control light goes on and the programmed preparation 
process begins. After approximately 25 to 28 minutes, an acoustic signal will sound and the 
preparation process has ended. 

7. Disconnect the device from the power supply and remove the device head. 

8. You can then transfer the rice paste into other dishes. 

 

Preparing the fruit juice 

1. Weigh approximately 250 grams of fruit without shell and kernels and cut into 8 × 8 × 5 mm pieces. 

2. Then place the fruit pieces in the container of the soy milk, juice and supermarket preparer. 

3. Then fill the container with mineral water. Make sure that the water level does not fall below the 
lower mark and does not exceed the upper mark. 

4. Place the device head on the container. 

5. Connect the power cable first to the device and then to the power supply. An audible signal sounds 
and the control light flashes at the same time - the unit is in standby mode. 

6. Press the Fresh Fruit juice button. The control light goes on and the programmed preparation 
process begins. When the preparation process is finished, an acoustic signal sounds and the juice is 
ready for drinking. 

7. Disconnect the device from the power supply and remove the device head. 

8. Finally you can pour the juice through the multi-function filter into glasses. 

 

Mash / porridge 

1. Measure the rice or the grain in the measuring cup. 

2. Rinse the rice or the grain well under running water. 

3. Put the rice or the grain into the container of the appliance. 

4. Then fill water (drinking water) into the container. Make sure that the water level does not fall below 
the lower mark and does not exceed the upper mark. 

5. Place the device head on the container. 

6. Connect the power cable first to the device and then to the power supply. An audible signal sounds 
and the control light flashes at the same time - the unit is in standby mode. 

7. Press the Tonic Sweet Porridge button. The control light goes on and the programmed preparation 
process begins. After approximately 20 to 25 minutes, an acoustic signal will sound and the 



  

preparation process is finished. 

8. Disconnect the device from the power supply and remove the device head. 

9. Carefully remove the porridge / porridge since it is very hot. 

 

CLEANING AND CARE 

Always allow the soymilk, juice and soup maker to completely cool before cleaning it. 

 

Do not immerse the unit head or the container in water or other liquids. 

 

Do not use solvents or abrasive cleaners, chemical cleaners, detergents containing alcohol, or hard 
brushes or steel sponges to clean the soymilk, juice and soup preparation. 

 

The housing can be wiped with a lightly moistened cloth, on which you have given a little detergent. 

 

Clean the container, the blades and sensors of the instrument head and the measuring cup with a 
moistened dishcloth or sponge with a little detergent. 

 

Store the device in a dry, well-ventilated place. 

 

 

 

 


